
Product Features
• 1080P Resolution 4x Auto Focus AHD Bullet Camera

• 1/2.9"  2.1MP CMOS Image Sensor

• Motorized VF lens, 2.8 - 12 mm lens

• 42 PCS IR LEDs, 30Meter IR Distance

• Built in 3-Axis Bracket

• High performance color re-production

• Double Glass + Hoop Unique Design

1080P High Resolution 4X Auto Focus AHD Bullet
Camera QTH8077BA

Technical Specifications:
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Model QTH8077BA
NVP2440H+IMX322Solution

1/2.9"  2.1MP CMOS Image Sensorimage sensor

PAL/NTSCSignal System

1920(H)×1080(V)Effective Pixel Array

1100TVLHorizontal Resolution

42pcs  IR LedsIR Led

Up to 30mIR Distance

Motorized VF lens; 2.8 - 12 mmLens

More than 60 dBS/N Ratio

12 VDC±15%Power Supply

0.001 Lux @ (F1.2,AGC ON),0 Lux with IRMin. Illumination

1/25(1/30) s to 1/50,000 sElectronic Exposure

AutoAGC

AutoWhite Balance   

AutoBLC

1 Analog HD outputVideo Output

850nmIR Wave Length

Day/Night, On/OffIR LED Auto Switch

3-Axis Camera stand

Max. 7.5WPower Consumption

Ip66Waterproof Rate

(-10 ~ 60 ℃ ) RH 95％MaxOperating Temperature

253(L) *106(W) *119(H) mmDimension

907gWeight


